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EXISTING SIGNALS PROPOSED SIGNS
MD 97 IS ASSUMED TO RUN.
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EXISTING SIGNS TO BE

REMOVED BY OTHERS

EXISTING SIGNS TO REMAIN
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WATCH FOR STOPPED
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CONSTRUCTION DETAILS
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INSTALL ELECTRICAL HANDHOLE

INSTALL 3 INCH SCHEDULE 80 PVC ELECTRICAL CONDUIT - TRENCHED
REMOVE EXISTING HANDHOLE

ABANDON EXISTING CONDUIT, CAP AT NEAREST HANDHOLE

INSTALL W BEAM TRAFFIC BARRIER (DOUBLE POST) WITH TYPE 'C’
END TREATMENTS ON EITHER END AS SHOWN

INSTALL 3' INCH CONDUIT BEND IN EXISTING FOUNDATION

INSTALL NEW. GROUND MOUNTED SIGN.ON ONE 4 INCH x © INCH
woon SUPPORT :

USE EXISTING HANDHOLE
USE EXISTING CONDUIT

USE EXISTING POLE MOUNTED CABINET DISCONNECT AND RERGUTE WIRING
{SEE WIRING DIAGRAM ON GI SHEET)
ADJUST EXISTING HANDHOLE TO GRADE

JINSTALL 3 INCH SCHEDULE 80 PVC ELECTRICAL
CONDUIT - BORED :

RIGHT-GF-WAY LINE

NEMA PHASING

FLASHING
OPERATION

GENERAL NOTES

1. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR
UTILIZING MDSHA STANDARD TYPICALS FOR TRAFFIC CONTROL.
2. THE CONTRACTOR SHALL CONTACT MISS UTILITY TD VERIFY ALL

U /Rﬁ LINE REVISION 03132008
gy vt

UNDERGROUND UTILITIES PRIOR TO THE INSTALLATION OF /05
PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS | PD APPROVAL
- ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. , e
3. WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR
SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION AND CONDUIT BY HAND. STATE OF MARYLAND |
4. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET - DEPARTMENT OF TRANSPORTATION.
WIRING. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND STATE HIGHWAY ADMINISTRATION
PROPERLY LABELING ALL SIGNAL CABLES. OFFICE OF TRAFFIC & SAFETY
5. g{lgcgg?giﬁcgggégﬂxu REMOVE AND DISPOSE OF ALL ABANDONED L TRAFFIC ENGINEERING DESIGN DIVISION
6. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE SOUTHBOUND MD 87 AT THE CSX RAILROAD
 PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL HAZARD  IDENTIFICATION BEACON
MODIFICATION. |
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